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LIMIT OF ILLUMINATION WORK

GENERAL NOTES:

SERVICE ENTRANCE AND CABINET

LEGEND:

STA. 15+50, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 14+79, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 14+00, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 13+56, 20.88 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 14+25, 15.75 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 15+00, 15.75 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 15+75, 15.75 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

CONNECTI
CUT

COORDI
NATE 

GRI
D

1I

2I

CIR. 1

CIR. 2

(40W LED, 14' M.H.)

DECORATIVE LIGHT POLE, FIXTURE, AND FOUNDATION

STA. 13+67, 24.07 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

CONC. WALK

POLE NO.: AXX

DR.

END CIRCUIT #1

END CIRCUIT #2

DR.
CONC. WALK

1L
1K 1J

2L
2K 2J

APPROX. STA. 13+45

GENERAL NOTES (CONT.):
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(2#2 CONDUCTOR [LIGHTING], 2#2 CONDUCTOR [GFCI], 1#8 GRND.)

2'' POLYVINYL CHLORIDE CONDUIT (SCHEDULE 80) IN TRENCH UNLESS OTHERWISE NOTED

(2#2 CONDUCTOR [LIGHTING], 2#2 CONDUCTOR [GFCI], 1#8 GRND.)

2'' POLYVINYL CHLORIDE CONDUIT (SCHEDULE 80) UNDER ROADWAY UNLESS OTHERWISE NOTED

12.

11.

10.

9.

8.

7.

6.

5.

4.

3.

2.

1.  

PROPOSED OR EXISTING UTILITY POLE TO REMAIN

ILLUMINATION HANDHOLE 11" X 18" (POLYMER)

ILLUMINATION HANDHOLE 17" X 30" (POYLYMER)

CABINET SHALL BE PAID FOR UNDER ITEM 1017001 - SERVICE INTRANCE & CABINET - TYPE I.

ALL UTILITY COSTS ASSOCIATED WITH THE INSTALLATION OF THE LIGHTING CONTROL 

BLACK, THE COLOR SHALL BE FEDERAL STANDARD 595, COLOR NO. 27038.

THE SERVICE CABINET FINISH COAT SHALL BE FACTORY APPLIED

SEE DRAWING NO. ILL-06 FOR INSTALLATION DETAILS.

CURBLINE MEASURED TO THE FACE OF PROPOSED LUMINAIRE. 

LUMINAIRES SHALL BE INSTALLED AT 18.5"  OFF OF THE PROPOSED  

AND SHALL BE COLOR CODED BLACK, WHITE AND GREEN.

ALL CONDUCTORS SHALL BE COPPER, THWN, RATED AT 600 VOLTS

REGULATIONS AND TOWN OF COVENTRY REQUIREMENTS.

STATE OF CT STANDARDS AND SPECIFICATIONS, ALL UTILITY 

NATIONAL ELECTRIC CODE, NATIONAL ELECTRIC SAFETY CODE, 

ALL ELECTRICAL WORK SHALL CONFORM TO THE LATEST ADOPTED

ALL LIGHTING AND GFCI CIRCUITS.

AN INSULATED #8 GREEN GROUND CONDUCTOR SHALL BE INSTALLED IN

AT 120V SINGLE PHASE.

ROADWAY LIGHTING CIRCUITS AND GFCI RECEPTACLES SHALL OPERATE

AT LEAST 30 DAYS PRIOR TO DATE OF SERVICE ACTIVATION.

638-2279 TO COORDINATE INSTALLATION OF ILLUMINATION SERVICE

CONTACT CL&P REPRESENTATIVE MR. JASON VALENTINE AT (860) 

FOUNDATIONS ARE INSTALLED.

AREAS AROUND UTILITY AND LIGHT POLES UNTIL AFTER THE POLE 

SIDEWALK AND PAVER BUFFER STRIPS SHALL NOT BE INSTALLED IN 

CURB TO THE CENTER OF THE FOUNDATION.

LIGHT POLE OFFSETS ARE MEASURED FROM THE FACE OF THE

LUMINAIRES TO BE 40 WATT LED (CUT-OFF) CLASSIFICATION.

THE LIGHTING SYSTEM.

ENERGY COSTS. THE TOWN OF COVENTRY WILL OWN AND MAINTAIN 

THE TOWN OF COVENTRY WILL BE RESPONSIBLE FOR ALL ASSOCIATED 

ILLUMINATION PLAN - 1

ILL-02

CAP UNDERGROUND CONDUIT
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STA. 16+24, 15.50 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 17+05, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 17+75, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 18+50, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE) 

STA. 19+25, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 20+00, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 20+75, 15.83 RT

LIGHT POLE AND FIXTURE (DECORATIVE)
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(DECORATIVE) 
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ROUTE 31 (MAIN STREET)

STA. 23+05, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 23+76, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 24+46, 16.19 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 25+25, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 26+06, 15.71 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 26+87, 15.70 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 27+60, 15.73 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 26+78, 15.76 LT

LIGHT POLE AND FIXTURE (DECORATIVE) 

STA. 26+05, 15.75 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 25+50, 17.06 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 24+70, 17.25 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 24+00, 15.75 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 22+50, 16.60 LT

LIGHT POLE AND FIXTURE (DECORATIVE)

STA. 23+20, 15.75 LT

(DECORATIVE)

LIGHT POLE AND FIXTURE
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CIR. 3

CONC. WALK

CONC. WALK

CONC. WALK

DR.

DR.

DR.

DR.

DR.

DR.

FOR FUTURE USE)

2- 2" PVC (EMPTY

SERVICE CABINET

PROPOSED ILLUMINATION 

FUTURE USE)(FOR 

HANDHOLE

STA. 22+17, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)
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STA. 28+35, 15.75 RT

LIGHT POLE AND FIXTURE (DECORATIVE)

LIMIT OF ILLUMINATION WORK
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STA. 29+52, 15.75 LT

(DECORATIVE)

LIGHT POLE AND FIXTURE

3I

4H
CIR. 4

CIR. 3

STA. 28+80, 15.75 LT

(DECORATIVE)

LIGHT POLE AND FIXTURE

END CIRCUIT #4

STA. 28+25, 15.98 LT

(DECORATIVE)

LIGHT POLE AND FIXTURE

END CIRCUIT #3

STA. 29+14, 15.75 RT

(DECORATIVE)

LIGHT POLE AND FIXTURE

STA. 29+75, 15.75 RT

(DECORATIVE)

LIGHT POLE AND FIXTURE

DR.

CONC. WALK

CONC. WALK

DR.

4I

4J

3J
3K

APPROX. STA. 29+75
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SIDE FRONT

PRECAST CONCRETE FOUNDATION - ROUND

BASE - DECORATIVE LIGHT POLE

DECORATIVE LUMINAIRE

INSTALLATION OF CONCRETE FOUNDATION AND POLE

SCALE AS NOTED

CONCRETE FOUNDATION

NOTE 1

LIGHT POLE BASE

PREMIUM DECORATIVE

" PAVERS ON 1" SAND SETTING BED 
2
12

2" PVC CONDUIT

FINISH GRADE

NEOPRENE EXPANSION GASKET

HAND HOLE

CURB

GRANITE

18.5"

21" TO CL 

4'-0" MINIMUM

48"

1"

1"

"
2
12

INSTALLATION DETAIL

GROUND ROD

STAINLESS STEEL

FASTNERS:

TOOL-LESS ENTRY

WEATHERPROOF W/ 

#356HM ALLOY

DIE-CAST ALUMINUM

BALLAST ENCLOSURE:

SLIP FITTER FOR 3" TENON

REFRACTOR
PRISMATIC GLASS

REFLECTOR

PRISMATIC GLASS

CONDUIT UNDER SIDEWALK BITUMINOUS CONCRETE PAVEMENT

CONDUIT UNDER

 CONDUIT

4" MIN.

8" MIN.
SAND

2
4
"
 
T

O
 

3
0
"
 

M
I
N
.

24" MAX.

SIDEWALK

UNDERGROUND WARNING TAPE

COMPACTED LAYERS

12"

4" MIN.

8" MIN.

12"

 CONDUIT

2
4
"
 
T

O
 

3
0
"
 

M
I
N
.

WARNING TAPE

UNDERGROUND

 SUBBASE 

RECONSTRUCTION

SUPERPAVE FULL DEPTH

24" MAX.

SANDBACKFILL

SUITABLE

1.  COMPACT BACKFILL IN 6"+ LAYERS, IN ACCORDANCE WITH SECTION 9.21.03

GENERAL NOTE

DECORATIVE LIGHT POLE

ALUMINUM ALLOY

ASTM 6061-T6

W/ 0.125" WALL THICKNESS

4" DIA. FLUTED

POLE:

W/ ACCESS DOOR

CAST ALUMINUM ALLOY

BASE:

2
5
"

17"

1
4
'-
0
"

3
'-
3
.2

5
"

1
7
'-
3
.2

5
"

17"

~ 12" BOLT CIRCLE

LOCATION

HANDHOLE

6
"

3
'

1
'

ALUMINUM ALLOY

ASTM 6061-T6

FLAG POLE HOLDER:

UL LISTED COVER

LOCKABLE, WET LOCATION

CAST ALUMINUM IN-USE,

GFCI RECEPTACLE:

9
'-
6
"

2"

(4 PER POST)

L-TYPE ANCHOR BOLTS

~ 3/4" HOT DIP GALVANIZED

3
9
.2

5
"

15.25"
FINIAL

 

24"

3/4" GROUND ROD SLEEVE

5/8" X 120" GROUND ROD

3/4" GROUND ROD SLEEVE

 

MARKED IN/ON CONCRETE WITHIN 3 INCHES OF THE TOP.

4.   MANUFACTURER'S IDENTIFICATION AND MONTH/YEAR WHEN MANUFACTURED SHALL BE LEGIBLY

THREADED END TO BE GALVANIZED A MINIMUM OF 6 INCHES.

PREFERRED, 4-INCH THREAD, W/GALVANIZED HEX NUT AND ROUND FLAT GALVANIZED WASHER.  

3.   ANCHOR BOLTS TO BE STEEL PER ASTM A36-1987E1, 3/4"X24" WITH 3-INCH LEG, ROLLED THREADS 

2.   FINAL 28-DAY CONCRETE STRENGTH TO BE 5000 PSI.

1.   CONCRETE AND CONCRETE DESIGN SHALL BE IN ACCORDANCE WITH ACI 318-1986.

GENERAL NOTES

NOTE 2

NOTE 3

TO A #6 COPPER GROUND WIRE.

FOUNDATION INSTALLER AND SHALL CONNECT GROUND ROD INSTALLED IN THE GROUND ROD SLEEVE 

6. INSTALL GROUND ROD AT TIME OF FOUNDATION INSTALLATION. GROUND ROD WILL BE INSTALLED BY

   FOUNDATION, NOTIFY SUPERVISION AND HAVE THE FOUNDATION CORRECTED BY THE FOUNDATION INSTALLER.

5. DO NOT ATTEMPT TO INSTALL THE POLE IF THE FOUNDATION IS OFF PLUMB.  IN THE CASE OF A SKEWED

   c. PRIOR TO INSTALLING THE POLE, VERIFY THAT THE CONCRETE BASE IS REASONABLY PLUMB.

OF THE POLE HANDHOLE.

   b. VERIFY THAT CONCRETE FOUNDATION IS POSITIONED CORRECTLY TO ENSURE PROPER ORIENTATION

MATCHES THAT OF THE POLE PRIOR TO INSTALLING THE CONCRETE BASE.

   a. VERIFY THAT ANCHOR BOLT SIZE AND BOLT CIRCLE DIMENSION OF THE CONCRETE FOUNDATION

4. INSTALLATION TIPS:

FOR TIGHTENING THE TOP NUTS.

3. SECURE POLE WITH TOP NUT AND WASHER. A CROWS FOOT SOCKET WRENCH IS SUGGESTED

AIR CIRCULATION AND DRAINAGE.

2.  LEAVE A SMALL SPACE (APPROX. 1/8" MAX.) BETWEEN BOTTOM OF POLE AND TOP OF CONCRETE BASE FOR 

1.  USE 2-1/4" SQUARE WASHERS IF THE WASHERS PROVIDED WITH THE BASE ARE TOO SMALL.

NOTES:

NOTE 4

NOTE 6

ILLUMINATION DETAILS
MISCELLANEOUS
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CRUSHED STONE
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GRADE LINE ON 
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AS REQUIRED

CONDUIT - LENGTH 
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"

11 1/4"
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1
2
"
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8
"

 

1 
3/4

"

+
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"

+
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1/2" WALL THICKNESS

3
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"

SURFACE

SKID RESISTANT 

WASHER

3/8" MIN. DIAMETER, WITH

STAINLESS STEEL HEX BOLT

BOLT HOLE (TYP.)

STAMP

ANSI TIER RATING

PULL SLOT

(2 SIDES)

2 1/2" x 4" MOUSE HOLE

SCALE AS NOTED

CRUSHED STONE

12" GRAVEL OR

ALL SIDES (TYP.)

GRADE LINE ON 

•" 

AS REQUIRED

CONDUIT - LENGTH 

30
 1
/2
"

17 1/2"

32
 1
/4
"

19 1/4"

1
2
"

1
8
"

 

1/2" WALL THICKNESS

3
0
"

SURFACE

SKID RESISTANT 

WASHER

3/8" MIN. DIAMETER, WITH

STAINLESS STEEL HEX BOLT

BOLT HOLE (TYP.)

STAMP

ANSI TIER RATING

PULL SLOT

(2 SIDES)

2 1/2" x 4" MOUSE HOLE

11" X 18" POLYMER HANDHOLE INSTALLATION

2"

+
15 1/2"

+
28
 1
/2
"

17" x 30" PRECAST POLYMER HANDHOLE
11" x 18" PRECAST POLYMER HANDHOLE

TYPE II - 17" X 30" POLYMER HANDHOLE INSTALLATION
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RECONSTRUCTION OF ROUTE 31 

CJL/MK

MWD

SERVICE ENTRANCE AND CABINET TYPE I

CABINET

SERVICE

CABINET

METER

(
1
5
2
5
)

6
0
"

(
3
0
5
0
)

1
0
'-
0
"

(
1
8
3
0
)

6
'-
0
"

(
1
0
0
)

4
"

LATERAL CONDUIT IS R.M.C.

* INSTALL WHERE SERVICE

(
6
1
0
)

2
4
"

(
6
1
0
)

2
4
"

(
1
2
2
0
)

4
8
"

(457)

18"

(508)

20"

(
7
6
2
)

3
0
"

(
9
1
5
)

3
6
"

(
1
2
2
0
)

4
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"

PANEL LAYOUT - SERVICE CABINET

CIR1 CIR3

(
1
0
0
)

4
"

CONCRETE PAD **

(
7
5
)

3
"
 

M
I
N
.

(915)

36"

INSTALLATION WITH ENGINEER

ACCOMODATE SLAB, COORDINATE

WHERE ADJACENT SLOPE DOES NOT3)

 

TO LENGTH OF FOUNDATION

LENGTH OF SLAB SHALL BE EQUAL2)

 

AWAY FROM FOUNDATION

"/FT (20mm/m)4
1PITCH SLAB 1)

**CONCRETE PAD NOTES:

GROUNDING BAR

ROD IN CABINET

WIRE - BOND TO GROUND

* NO. 8 BARE CU. GROUND 

AS PER UTILITY CO.

P.V.C. SLIP JOINT

STRAP

2 HOLE 

CO. REQUIREMENTS

INSTALL PER UTILITY

OR TRANSFORMER PAD

3" (75) R.M.C. TO SERVICE POLE

STRAP

2 HOLE 

" (40) R.M.C.2
1

1 

APPROVED EQUAL

GEDNEY TYPE CG OR 

FOR DIRECT BURIAL O-Z

* BONDING CLAMP APPROVED

WALL THICKNESS: .125" (3.2)

FOUNDATION

CAST IN PLACE

1 #8 BARE COPPER GROUND

" (20) R.M.C. WITH4
3

* 

INSULATED DISTRIBUTION BAR

BACK BOARD

3/4" (20) BLACK PLYWOOD

      COPPER GROUND

      WITH 1 #8 BARE 

      * ƒ" (20) R.M.C.

GROUND ROD

†" (16) x 10' (3050) 

LAMP HOLDER WITH PULL CHAIN

20A, 125V

G.F.C.I. RECEPTACLE 

MANUAL SWITCH

DPDT RELAY

MINIMUM 6" (152) DEPTH

BASE COMPACTED TO 

GRAVEL OR MISC. AGG.

"TWIST LOCK" TYPE

PHOTO CONTROL 

SCALE AS NOTED

S

WIRING DIAGRAM

AUTO ON #8 BARE GROUNDING CONDUCTORS

CIR#1 CIR#3

BONDING BUSHINGS

TO CABINET & INSULATED 

DISTRIBUTION BAR

INSULATED

RECEPTACLE

  LAMP 

SWITCH

MANUAL

CONTROL

 PHOTO 

LATCH

UNLATCH

RELAY

BLOCK

FUSE 

SERVICE FROM TRANSFORMER

240/120 VOLT, 1 PHASE, 3 WIRE

3#3/0 SINGLE CONDUCTORS

CIRCUIT BREAKER

200A, 2 POLE, 240 VOLT MAIN

CONTACTOR (120 VOLT COIL)

OPERATED MECHANICALLY HELD

100A, 2 POLE, 240 VOLT ELECTRICALLY

BAR

GND.

  BREAKER

MAIN CIRCUIT

WITH 3A FUSES

30A, 240V FUSE BLOCK

METER SOCKET

SIZE AS REQUIRED)

(LOAD SIDE OF CONTACTOR. WIRE 

TO INSULATED DISTRIBUTION BAR

CONTACTOR

LIGHTS (TYP.)

2" (50) P.V.C. TO

(GFCI)

CIR6

(GFCI)

CIR8

120 VOLT CIRCUIT BREAKERS

30A, 1 POLE,

(GFCI)

CIR#6

(GFCI)

CIR#8

(GFCI)

CIR7CIR4CIR2

(GFCI)

CIR5

(GFCI)

CIR#5

(GFCI)

CIR#7CIR#4CIR#2

1 #8 BARE COPPER GROUND

* ƒ" (20) R.M.C. WITH

ƒ" (20) GROUND ROD SLEEVE

PHOTO CONTROL

1 •" (40) R.M.C. FOR 

(FOR FUTURE USE)

2" (50) P.V.C. 

LIGHTING CIRCUITS

BLACK, THE COLOR SHALL BE FEDERAL STANDARD 595, COLOR NO. 27038.

THE SERVICE CABINET FINISH COAT SHALL BE FACTORY APPLIED

NOTE:

(FOR FUTURE USE)

2" (50) P.V.C. 

TO LIGHTS

2" (50) P.V.C 

(FOR FUTURE USE)

2" (50) P.V.C. 
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– For Internal CTDOT Use Only Discipline Subset Submittal Checklist  


The following check list shall be checked and attached to each discipline subset * 


prior to being digitally signed. 
 


Check Task Section in DPD 
Manual 


 1. Attach this checklist to the discipline subset. Section 3.1 


 2. Complete the following tasks using Bluebeam on 


the discipline subset? 


 


 a. Apply Page Labels Section 1.6.2 


 b. Apply Sheet Numbers Section 1.6.2 


 c.  Apply Watermark Section 2.4 


 d. Flatten Markups Section 2.4 


 e. Digital Signature Field Section 2.5.1 


       3. Type name and telephone number below.  
       4. Consultants using Thin Client Only 


     Engineer of Record digitally sign the plans. 


 


 5.  Upload, if not in Projectwise already, the 


discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 


correctly? 


Section 3.2.4 


 a. Discipline = CT 


 b. Main Category = CON 


 c.  Sub Category = FDP, DCD, DCD2, 


ADP, ACD, DCO where applicable 
 d. Label = subset number and name. 


   Example of highways subset 
would be 03-Highways. 


   The label for a subset shall be the 


same for both FDP and 
DCD submittals. 


   Addendum submittals shall match 
FDP submittals with the addition 
of “_A#”. 


   Change Order Submittals shall 
match FDP submittals with 
the 
addition of “_C#”.  e. Description field is filled in with 


a description of the subset. 
 f. The applicable bridge no.(s) or signal 


intersection(s) were selected that is/are 
associated with this subset. 


 6.CTDOT Engineers or Consultants Using Thick Client 
    Forward link to Engineer of Record for Digital Signature 


 


 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 


Section 3.1 


I have performed and checked that all the tasks above were performed correctly. 
 


                    


                   Submitted By (Type in Name)                     Phone Number (Type in Phone Number) 


* Discipline subset includes the General subset and all other discipline subsets.  The 02Revisions does not need
a checklist attached.  The standard subsets already have a checklist attached to the index sheets.



http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=55

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=12

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=12

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=40

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=41

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=44

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=61

http://www.ct.gov/dot/lib/dot/documents/aec/Digital_Project_Development.pdf#page=56
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